DIM. OF CHAMFER VARIES, VERIFY LIMITS OF DETECTABLE WARNING
EXISTING RIGHT-OF -WAY. TAPER  BOTH SIDES (TYP.) PER C.0.T. DET. T-329.

(PAID AS SIDEWALK)
TOP OF CONCRETE TO MATCH SIDEWALK LIMITS OF RAMP WITH HEAVY ROUGH BROOM FINISH

ELEVATION (PAID AS SIDEWALK). — A AND DETECTABLE WARNING (TE.)
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CURB TRANSITION
EXIST CURB VARIES. PER MAG DETAIL 221
NEW CURB SHALL BE TO EXISTING ROLL CURB
SINGLE CURB OR VERTICAL
CURB AND GUTER PER
MAG DETAIL NO. 220. :
CONSTRUCTION JOINT “ ,
" DEEP OR FORMED
SEPARATELY BOTH
SIDES. A
< RIGHT-OF-WAY
NOTES: LINE 4 WITH 4" CURB
4 VIN % 46’ WITH 6" CURB 2!
. RAMP PREFERENCE SEE NOTE IN DETAIL T-II5. UNDER : - 7' WITH 7" CURB / /
'REFER TO TEMPE STANDARD DETAILS'. VARIES _, 2% MAX. / 157 MN 058 1.42
i | CROSS SLOPE. | ALL DIRECTIONS OF RAMP
2. CLASS ‘B’ CONC. CONSTRUCTION AS PER SECT. 725. R R
, /\\/\\/\ P R S R S R SRR A To e :
3. WIDTH OF CONC. SIDEWALK SHALL BE 8’ ALONG RARD, T e nD, ey Pel
ARTERIAL STREETS, 6’ ELSEWHERE. 5-6" LOCAL STREETS K 5<2§2§2§é§é§%§%§gxy S
MAY BE APPROVED BY CITY. ' NEPEKESESKS R
CONCRETE SHALL BE B N SN
4, SUFFICIENT RIGHT-WAY-OF-WAY MUST BE AVAILABLE TO ( L2 MAX. SLOPE X XIRRIRY
CONSTRUCT RAMPS 6" AT ARTERIAL STREETS, : : N PR p—
: o ELSEWHERE RAMP FACE WITH S
5,FOR SLOPING TRANSITION FROM RAMP TO CURB SEE C.0.T.DET. T-326. SUBGRADE DETECTABLE WARNING
PREPARATION, PER COT DET. T-329

6. THIS DETAIL IS APPLICABLE WHERE THE GRADE BREAK AT THE GUTTER SEE SECT. 30|
LINE (COUNTER SLOPE) IS AT OR BELOW 11%, AND IF THE PERCENTAGE ’

WOULD BE GREATER DUE TO AN UNUSUALLY STEEP GUTTER OR STREET SECTION A-AO
CROWN, AN ALTERNATIVE DESIGN MUST BE APPROVED BY CITY.

ORIGINAL SIGNATURE ON FILE
AT THE CITY OF TEMPE
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